
Designcraft 

The VeroBlack 3D Printed Acrylic PolyJet resin provides users with the ability to produce opaque models that 
closely resemble the “look” of the target products. VeroBlack also offers enhanced mechanical properties and the 
enhanced ability to withstand bending. 
 
This highly accurate material will produce highly detailed three-dimensional models using a .0006” build layer 
thickness. The end result can be used in a wide range of applications. 
 
The excellent material properties and opaque black color make this material ideal for many applications in the 
automotive, medical and consumer electronics markets. 
 
Highlights 
● High resolution .0006” build layers guarantee all fine details are preserved. 
● An Elongation at break of 20% enables snap fit and some functional applications. 
● Opaque surfaces enhance visualization of details and edges. 
● Good impact strength and flexural modulus enables a wide range of applications. 
● Surfaces can be readily painted and/or used for rubber molding. 
 
 

VeroBlack - FullCure870 

Property ASTM Metric Imperial 

Tensile Strength D-638-03 MPa 50.7 psi 7352 

Modulus of Elasticity D-638-04 MPa 2192 psi 317840 

Elongation at Break D-638-05 % 17.7 % 18 

Flexural Strength D-790-03 MPa 79.6 psi 11542 

Flexural Modulus D-790-04 MPa 2276 psi 330020 

Izod Notched Impact D-256-06 J/m 23.9 ft lb/in 0.45 

Shore Hardness Scale D Scale D 83 Scale D 83 

Rockwell Hardness Scale M Scale M 81 Scale M 81 

HDT at 0.45 MPa D-648-06 C˚ 47 F˚ 117 

HDT at 1.82 MPa D-648-07 C˚ 42.9 F˚ 109 

Tg DMA, E” C˚ 62.7 F˚ 145 

Water Absorption D570-98 24 Hr % 1.01 % 1.01 
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